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Video Streaming Requirements 
 

To effectively begin streaming via Securenet Systems’ network, please check that you meet the 
following criteria and steps as outlined below:  
 
1.  Broadband Internet Connection (Cable/DSL/T1) and Video Camera: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2. Download Microsoft Expression Encoder 4: 
 http://www.microsoft.com/en-us/download/details.aspx?id=27870    
 
3. Hardware: 

Minimum Requirements:  
- 2.0 GHz processor, such as an Intel Pentium with MMX  
- Windows 8, Windows 7, Windows Vista, Windows XP Service Pack 3 
- 1BG of RAM  
Recommended Configuration:  
- 3 GHz processor or higher, such as an Intel Pentium 4 or AMD Athlon  
- Windows 8, Windows 7, Windows Vista, Windows XP Service Pack 3 
- 2GB of RAM or more 

 
Laptop computer note:  If the laptop has either a 4 or 6 pin firewire port,  and you have a 
somewhat recent DV camera, you should be all set - if your setup would require a capture 
card (as described above), you’ll have to get an external capture ‘box’ that typically would 
connect via USB or firewire. 

 
4. Technical Support: Your stream will play via Windows Media Player. We’ll send you the 
step-by-step configuration instructions, and you can email/call us if you have any questions 
about the setup. Contact Securenet Systems Technical Support for assistance @ 
http://support.securenetsystems.net. 

You will need a video camera 
with a *digital output.  Most 
modern cameras do have a DV 
(Digital Video) output by way of 
a mini firewire or USB 
connection.  This will typically 
be labeled as ‘DV’ on the 
camera itself, as shown here: 
 

 

Typically, you should also have 
a computer with a firewire port 
as shown in this diagram: 
 

 

The cable to connect these two 
usually comes with the 
camera, or you can purchase it 
online or from a computer 
store.  

 
 

*If you don’t have a digital output, you would then need a way to connect via 
composite, s-video or component cables depending on what camera you 
have. You would have to add a capture card to the PC with those types of 
RCA and s-video jacks for inputs.  Any current or recent camera should 
have a DV port and doesn’t require a capture card. 
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